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(57) ABSTRACT

A camera operates in cooperation with a wearable image
display apparatus configured to be wearable on an eye region
of a user. The camera includes an imaging unit, a vibration
detection unit, a transmission availability judgment unit and a
communication unit. The imaging unit acquires an image of a
subject. The vibration detection unit detects vibration of the
camera. The transmission availability judgment unit permits
transmission of the image acquired by the imaging unit to the
wearable image display apparatus when the vibration detec-
tion unit does not detect the vibration of the camera, and
prohibits transmission of the image acquired by the imaging
unit to the wearable image display apparatus when the vibra-
tion detection unit detects the vibration of the camera. The
communication unit transmits the image acquired by the
imaging unit to the wearable image display apparatus when
transmission of the image acquired by the imaging unit is
permitted.

6,893,132 B2* 5/2005 Morietal. .......ooeoevnrne.. 353/63
7,460,155 B2* 12/2008 FEtoetal. ... ... 348/208.99
2004/0189850 Al*  9/2004 Chang ........cccceceeue. 348/333.07 17 Claims, 19 Drawing Sheets
1% 20
103
Cj 108 202
197 203
104 Communication Communication
Recording unit unit
I Imaging unit | unit
i i o 105 i 201 |Recoring
M uni
.| Display Control
unit unit
Control unit 204 205 207
{ i
Operation
T 106 T 102 T 109 Display || shotter | L0 |
driving | driving
Clock Operation Vibration unit unit
unit unit detection unit




